ATTACHMENT B -- Salient Characteristics
Solicitation # 52-PAPT-1-01008

CLIN 001A - Micron Client Pro, 933MHz:

Iltem Brand/Model Minimum Salient Characteristic(s)
Case Mini-tower

Screwless entry
Expansion Bays 7 bays

2 external 5.25"
3 external 3.5”
2 internal 1”

Power Supply

250 watts

Expansion Slots

5 each PCI
1 each 4x AGP

Communication Ports

1 each serial
1 each parallel
1 each VGA
2 each PS/2

Universal Serial Bus

2 standard USB Ports
1 connector on the motherboard to cable up 2 additional USB Ports

Motherboard ATX Form Factor
Processor Intel Pentium lI

933MHz
Bus Speed 133MHz Front Side Bus
Internal hard drive IBM UltraStar/36LZX [18.3GB

SCSI
Memory 512MB

133 MHz

SDRAM

Network Interface Card (NIC)

Intel/Pro 100+/ PBA

PCI systems - PCI specification 2.2 System compatibility
RJ45 Cable connectors

25’ category 5 communication cable

Data Rate mode 10 or 100 Mbps

6K On board cache

2 Diagnostic LED's - Activity/Link and 100 Mbps
On-board On-network Responder

Internal Floppy Drive

35
1.44 MB

Standard Keyboard

101 keyboard

SCSiI Interface Adaptec 29160N Ultra SCSI-3 Interface
Dual Channel
Video Accelerator Adapter Matrox Millennium System AGP
G450 AGP RAM 16 MB

Operating system Microsoft®
Windows 2000
Windows NT® 4.0
Color and refresh rates:
2D/3D Colors 16 million
2D/3D Resolution 2048x1536
Resolution Vertical Horizontal
(Hz) (kHz)
2048x1536 85 110
1920x1440 85 115
1800x1440 90 120
1600x1200 100 130
1280x1024 120 130
1152x864 140 130
1024x768 160 130
800x600 200 130
640x480 200 130

DVD Drive

Internal
SCsSI
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ATTACHMENT B -- Salient Characteristics
Solicitation # 52-PAPT-1-01008

Sound Card SoundBlaster 4 MB onboard RAM
AWEG64/Model SB4390 |8 and 16-bit, mono and stereo recording and playback
Full Duplex support enables simultaneous record and playback for
Internet communications software
Compatible with Sound Blaster and MPU-401 UART modes
On-Board Connectors
Line-in
Microphone in
Line-out
MPC-2 CD Audio in
Compatible with the Following Standards
Windows NT
Windows 2000
MPC3
Plug and Play
Sound Blaster, Sound Blaster Pro, Sound Blaster 16 and
Sound Blaster AWE32

External Speakers Yamaha/YST-M7 Output 5/w per channel
Includes AC adapter, 3.obmm stereo mini plug cable (1.8m), RCA pin
plug cable (1.8m)

Headset Jensen/JM5 Element Size 27mm
Cord length 1.2m (48 inches)
Microphone Quickshot/Stick Must work with sound card offered
Operating System Microsoft/ Windows
2000 Premier
Surge Suppressor 6-outlet

Response time — 1 nanosecond
Resettable Circuit Breaker
Master On/Off Switch

Mouse Pad
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CLIN 001B - Dell Inspiron 8000:

Item Brand/Model Minimum Salient Characteristic(s)
CPU Intel Pentium Il
850 Mhz
SDRAM 512MB
DVD-ROM 8X
Internal
Internal Hard Drive 32 GB Ultra ATA
Display 15.0 inch
Ultra XGA TFT active matrix
1600 x 1200 resolution
Graphics Card ATI Mobility M4 16MB SGRAM
Battery Lithium lon

3 hour operating time

Ethernet 10/100 + 56K modem
combo PC Card

Xircom/Realport
CardBus Ethernet
10/100+Modem
56RBEM56G-100BTX

Support both 10Base-T and 100Base-TX networks and modem
speeds up to 56Kbps
Integrated Connectors
Ethernet Connector RJ-45
Modem Connector RJ-11
Telephone Pass-thru RJ-11
Physical Characteristics Type Ill PC Card
Modem Specifications
Data Modulation
V.90 up to 56000 bps
Fax Modulation/Support
Fax Support
Group 3, EIA/TIA; Class 1 and Class 2
Command Sets
Hayes, Microcom compatible AT command
Flash Memory 4 Megabits
Support CLIN 002A
Card and Socket Software Compatibility
Support Card and Socket Services
System: Microsoft Windows 2000

Battery Charger

For Li-lon battery above

Serial connector 9-pin
Parallel Connector 25-hole pin
Infrared Communications port Serial

IrDA-1.1 compliant
Audio jacks Headphones

External microphone-in
Monitor Connector 15-pin
Mouse, Keyboard 6-pin PS/2

USB 4-pin connector
Carrying Case
Weight Maximum of 9 Ibs with DVD-ROM and Battery

Second Primary Battery

Li-lon
3 hour operating time

Sound Card

Compatible with SoundBlaster Pro

Operating System

Microsoft/ Windows
2000 Premier

CLIN 002B — Advanced Port Replicator

Item

Brand/Model

Minimum Salient Characteristic(s)

002A

Advanced Port Replicator for CLIN

Dell/Inspiron

Serial: (1) 9-pin Connector

Parallel: (1) 25-hole female connector

PS/2-Compatible keyboard: (1) 6-hole external keyboard connector
PS/2-Compatible mouse: (1) 6-hole external mouse connector
Audio jacks: (1) speaker-out, (1) line-in, (1) microphone-in

USB: (2) 4-pin Connectors

Docking: (1) 240-pin connector

Network: (1) RJA45 connector
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CLIN 003A - Palm Vx Handheld - P/N 3C80401U

Item Brand/Model Minimum Salient Characteristic(s)
Operating System Palm OS
Applications Date book
Address book
Desktop e-mail connectivity
To do list
Memo pad
Calculator
Security
Local synchronization with Microsoft Outlook 97, Outlook 2000,
Windows NT, Windows 2000
Infrared Port Beam memos to other IR-enabled Palm OS devices.
3" party beaming applications with IR-enabled printers
Storage Memory 8VIB
Cradle Serial connection
CLIN 003AA - PalmModem® AC Adapter
Item Brand/Model Minimum Salient Characteristic(s)
P/N 10202U Connect CLIN 003A directly to a standard US A/C outlet.
CLIN 003AB - PaimConnect® USB Kit
Item Brand/Model Minimum Salient Characteristic(s)

P/N 3C90201U

USB to serial port adapter
USB software for PC computers

CLIN 003AC - Palm™ V Travel Kit

Item Brand/Model

Minimum Salient Characteristic(s)

P/N 10413U

AC charger with a 6' power cord.
Includes plug adapters for:
UK
Europe
Australia
Cable allows connection of CLIN 003A directly to a computer to
synchronize data.

CLIN 004A - ViewSonic VP-181 Flat-Panel Monitor
Item Brand/Model Minimum Salient Characteristic(s)
Size 18.1" VIS
Resolution 1280x1024
Viewing Angle 160 degrees horizontal
160 degrees vertical
Glass Surface Anti-Glare
Video Analog RGB
Digital VESA DFB compliant
Frequency Fh: 30-95kHz
Fv: 50-75Hz
Compatibility PC VGA up to 1600 x 1200 non-interlaced
Power DC in, DC to head

User Controls

On/off

Mute

Vol +/-

Down

Up

2 advanced image and sound controls

Connector

Analog 15 pin mini D-sub

Feature

Portrait/Landscape Pivot
USB Hub
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CLIN 004B - CTX PR-711F Video Monitor - 17”

Item Brand/Model Minimum Salient Characteristic(s)
CRT size (inch) 17 inches
Viewable size 16 inches
Scripe Trio Pitch / D.P (mm) 0.24(center)
Screen Non-glare
Anti-static
Maximum Resolution 1600x1200
USB socket On Base
Signal cable D-15

PC Compatibility

640x480 up to 160 Hz
800x600 up to 150 Hz
1024x768 up to 117 Hz
1280x1024 up to 88 Hz
1600x1200 up to 75 Hz

Features

H/V Position

Size control

Brightness/Contrast control

Pincushion

Trapezoid

Pin-Balance
Plug & Play (DDC1/2B)
Input Freq. Display
Freq. Out of Range alarm
Self diagnosis system

CLIN 004C - Hitachi 813 Plus High Resolution Video Monitor — 21"

Item Brand/Model

Minimum Salient Characteristic(s)

Maximum resolution

1920 x 1440

Maximum refresh rates

640 x 480 at 160 Hz
800 x 600 at 160 Hz
1024 x 768 at 140 Hz
1157 x 870 at 125 Hz
1280 x 1024 at 105 Hz
1600 x 1200 at 90 Hz
1600 x 1280* at 85 Hz
1856 x 1392* at 80 Hz
1920 x 1440* at 75 Hz

Signal cable Dual -15 pin D-sub
CRT size (inch) 21 inches
Viewable size 19.9 inches
Horizontal dot pitch 0.22 mm
Vertical dot pitch 0.16 mm
Screen Coating High contrast
Anti-static
Anti-glare
Digital controls Power
RGB color

White balance (a.k.a. color temp. selection 9300K, 6500K, 5000K,
and user defined)
Brightness

Contrast

H/V position and size
Pincushion (side and right)
Trapezoid

Right trapezoid

Degauss

Input selection

On-screen control

Connection

D-subs
Dual
15 pin
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CLIN 005A - IBM UltraStar 36LZX 18.3GB SCSI hard drive

Item Brand/Model Minimum Salient Characteristic(s)
Interface Ultra 160 SCSI

Formatted capacity 18.3 GB

Latency (average) 2.99 ms

Media transfer rate

2380-452 Mbits/sec

Seek time

Average 4.9 ms

Must work with CLIN 001A

CLIN 005B - Toshiba SD-M1401 DVD, Internal

Item

Brand/Model

Minimum Salient Characteristic(s)

Toshiba/SD-M1401

SCsl

Half-height

Compatible Standards:
DVD - All Formats
CD - All Formats

Average Random Access
105ms (DVD)
85ms (CD)

Must work with CLIN 001A

CLIN 005C - lomega 250MB i

nternal IDE Zip drive, Model 11113

Item

Brand/Model

Minimum Salient Characteristic(s)

Disk storage capacity

250MB Zip disks
100MB Zip disks

Seek time: Average: 29.0 ms
Operating system Compatibility: Windows 2000
Interface: IDE (ATAPI)
Connection Internal

40-pin ribbon cable

CLIN 005D - lomega V2000SI

SCSI Jaz 2GB, Model 13046 — Internal

Item

Brand/Model

Minimum Salient Characteristic(s)

Average seek time

Write - 10 milliseconds
Read - 12 milliseconds

Disk storage capacity

1 GB Jaz cartridges
2GB Jaz cartridges

Operating System compatibility

Windows 2000

Interface

Ultra SCSI

Connection type

Two 50-pin high density SCSI-Il (HD-50)
Must work with CLINOO1A

CLIN 005E - HP 9600si CD re-writer — internal SCSI, includes mastering Software

Item

Brand/Model

Minimum Salient Characteristic(s)

HP 9600si/C4506A

Internal
Compatible with CLIN 001A
12x8x32
CD-rewritable drive
4 MB buffer
Works with Windows®2000P
80 minute CD media
Loading Mechanism Tray loader, dust sealed
Transfer Rates

Write: up to 8x (CD-RW) = 1200 KB/second

Write: up to 12x (CD-R) = 1800 KB/second

Read: up to 32x = 4800 KB/second
Write Verification
Automatic Power Control to dynamically adjust laser write power.
Data read-after-write verification by host initiated procedures.
Media compatibility

Write

CD-R and CD-RW media
Read

USPTO SMART 2001




ATTACHMENT B -- Salient Characteristics
Solicitation # 52-PAPT-1-01008

CD-Digital Audio (Red Book) and CD Extra, CD-ROM (Mode
1Yellow Book), CD-ROM XA & CD-l (Mode 2/Form 1 Green
Book),
CD-ROM XA & CD-I (Mode 2/Form2 Green Book), CD-
Bridge &
Photo-CD (single and multi-session), CD-Video.
Audio cable.
Appropriate data cable for CLINOO1A
Appropriate connector for CLINOO1A
Software suite includes
CD creation software
Fast format

CD labeler
CLIN 006A - Intel Pro 100+ Network Interface Card
Item Brand/Model Minimum Salient Characteristic(s)
Ethernet 10/100 + 56K modem Xircom/Realport Support both 10Base-T and 100Base-TX networks and modem
combo PC Card CardBus Ethernet speeds up to 56Kbps
10/100+Modem Integrated Connectors
56RBEMS56G-100BTX Ethernet Connector RJ-45

Modem Connector RJ-11
Telephone Pass-thru RJ-11
GSM/Cellular/ISDN Connector
Physical Characteristics Type Ill PC Card
Modem Specifications
Data Modulation
V.90/K56flex up to 56000 bps
V.34 up to 33600 bps
V.32terbo at 19200 and 16800 bps
V.32bis at 14400, 12000, 9600, 7200 bps, uncoded at 4800
bps
V.32 at 9600 bps uncoded at 4800 bps
V.22bis at 2400 bps V.22 at 1200 bps
V.23 at 1200, 75 bps, Bell 212A at 1200 bps
Fax Modulation/Support
V.17 at 14000, 12000, 9600, 7200 and 4800 bps
V.29 at 9600, 7200 and 4800 bps
V.27ter at 4800 and 2400 bps
Fax Support
Group 3, EIA/TIA; Class 1 and Class 2
Error Control
V.42/MNP Levels 2-4
V.42bis (4:1) or MNP Level 5 (2:1)
Command Sets
Hayes, Microcom compatible AT command
Flash Memory 4 Megabits of memory accommodates dual mode
operation for V.90 and K56flex
Support all popular PC Card compliant PCs with two stacked Type I
slots or one Type lll slot
Support CLIN 002A
Card and Socket Software Compatibility
Support Card and Socket Services
Systems: Microsoft Windows 2000P
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CLIN 006B - Adaptec AHA-3940 Ultra SCSI-3 Interface, Dual Channel

Item Brand/Model Minimum Salient Characteristic(s)
Adaptec AHA-3940 AUW Ultra SCSI-|Adaptec SCSI Card Data Transfer Rate 20 Mbytes/sec (10 per channel)
3 Interface, Dual Channel AHA-3940 Two channel Fast SCSI-2 Device Support

PCI Local Bus interface
SCSiISelect configuration software
Device support for hard disk, removable, MO, CD-ROM, Photo CD,
tape, DAT, scanner, and Floptical® drives
Complete hardware and software documentation
Two internal SCSI ribbon cables (external cable not included)
Supported Protocols
8-bit Fast SCSI-2
Advanced SCSI Features
Advanced SCSI Programming Interface (ASPI) compliant
Support for 255 simultaneous active SCSI commands per channel
SCSI channels
Two fully independent PCI SCSI channels bridged to system
PCI bus
Each channel is programmable via SCSISelect

CLIN 007A - 16 MB EDO DRA

M DIMM for CLIN 009A/009B/009C/009D

Item

Brand/Model

Minimum Salient Characteristic(s)

HP/C4137A

Compatible with CLINS 009A/B/C/D
16MB EDO DRAM DIMM

CLIN 007B - 32 MB Synchron

ous DRAM DIMM for CLIN 009D

Item

Brand/Model

Minimum Salient Characteristic(s)

HP/C7845A

LaserJet 32MB SDRAM DIMM Memory
100 Pin

CLIN O08A - NSM Mercury 20

DVD Jukebox, 2 Drive

Item

Brand/Model

Minimum Salient Characteristic(s)

NSM Mercury CD/DVD
Jukebox

Models:
2-2-0(2 xCD-
ROM/DVD-ROM )

Number of slots: 150

Data capacity: 705 GB (DVD-ROM)
Media exchange time: < 4s average
Data Interface: SCSI-2 (differential ended opt.)

Robotic Control Interface:
RS 232
SCSI-2 (differential ended opt.)

CLIN 008B - CD International CDS 7000 “The C

aptain” DVD Tower w/14 SCSI DVD drives

Item Brand/Model Minimum Salient Characteristic(s)
SCSI Ports 5 each

Internal Device 14 each Pioneer DVD-303S
Cabinet 4 Fans, filtered air-flow,

Positive pressure inside cabinet
Universal Power Supply

300 Watts

USPTO SMART 2001




ATTACHMENT B -- Salient Characteristics
Solicitation # 52-PAPT-1-01008

CLIN 009A - Hewlett Packard 1100Axi Laser Printer with 18MB memory

Item

Brand/Model

Minimum Salient Characteristic(s)

HP/LaserJet 1100A xi

PRINTER
Speed 8 ppm
Resolution 600 dpi.
Languages HP PCL 5e
Envelope Printing Yes
Connectivity IEEE 1284-compliant parallel (C-type connector),
cable included in box
COPIER
Copier Speed Up to 8 pages per minute
Resolution 600 dpi
Copier Setting
Reduce/Enlarge
Multi-copy adjustable from PC
Number of Copies 1, push-button (no pc required)
SCANNER
Scan Resolution Enhanced 600 dpi
Scan Resolution Optical 300 dpi
Grayscale Levels 256; Text mode, Photo Mode and
Combination Mode for optimal results
Scan Media Size min 2 x 3.5 in; max 8.5 x 30 in.
OCR Software Included
GENERAL
Media Type
Plain paper
Envelopes
Transparencies
Labels
Card stock up to 43-Ib thickness
Media Sizes
Letter
Legal
Executive
Envelopes
Remote-Front-Panel Software
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CLIN 009B - Hewlett Packard 2100M Laser Printer

10

Item

Brand/Model

Minimum Salient Characteristic(s)

HP LaserJet 2100M

Print Speed, 10 ppm
Resolution True 1200 x 1200 dpi
Print Languages

Std. HP PCL 6

HP PostScript Level 2 emulation
Automatic Language Switching
Monthly Volume 15,000 pages
Paper Trays

Minimum 2
Input Capacity

Minimum 350 sheets
Output Capacity 150 sheets
Envelope Input

Minimum 10
Media Sizes 3 x5into 8.5 x 14 in
Media Types

Plain paper

Envelopes

Transparencies

card stock

postcards

labels

recycled paper
Duplex Printing
Memory

Standard 8 MB

Maximum 40 MB
Connectivity

Standard IEEE 1284-compliant parallel

Infrared

Ethernet
Automatic I/O Switching
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CLIN 009C - Hewlett-Packard 4050 Laser Printer with 8MB memory

11

Item

Brand/Model

Minimum Salient Characteristic(s)

HP LaserJet 4050

Print Speed, 17 ppm
Print Resolution, 1200 dpi
Duty Cycle, Pages Per Month 65,000
Memory
Standard 8 MB
Maximum 192 MB
Paper Trays.
Minimum 2
Input Capacity
Standard 600 sheets
Maximum 1,100 sheets
First Page Out <13 secs
Output Capacity 300 sheets
Envelope Feeder Optional
Duplex Printing Optional
Media Sizes
Standard
Letter
Legal
Executive
Custom
3x5into85x14in
Envelope Input, Max. 75
Media Types Paper (copier, bond, special application, recycled),
labels, transparencies
Media Weights 16 to 53 Ib
Print Languages, Std. HP PCL 6, HP PCL 5e, PostScript Level 2
emulation
Connectivity, Std. IEEE 1284-compliant bi-directional parallel, RS-232
9-pin serial, Fast Infrared
Memory Slots 3
Drivers
Windows NT 4.x
Windows 2000 Pro
Automatic 1/0O Switching
Automatic Network Switching with optional HP JetDirect EIO internal
print servers

USPTO SMART 2001



ATTACHMENT B -- Salient Characteristics
Solicitation # 52-PAPT-1-01008

CLIN 009D - Hewlett-Packard LaserJet 8000DN Network Laser Printer with 64MB memory

12

Item Brand/Model

Minimum Salient Characteristic(s)

HP/LaserJet 8000DN

Print Speed 24 ppm
Print Resolution 1200
Duty Cycle, Pages Per Month 130,000
Memory
Standard 24 MB
Maximum 192 MB
Paper Trays
Minimum 3
Input Capacity
Standard 1100 sheets
Maximum 3100 sheets
First Page Out 17 secs
Output Capacity
Standard 600 sheets
Maximum 3600 sheets
Duplex Printing
Media Sizes
Letter
Legal
Executive
Tabloid
Custom 3.9x7.5into 11.7 x 17.7 in
Envelope Input 100
Media Types
Paper
Copier
Bond
Recycled
Transparencies
Media Weights
16 to 53 Ib, tray 1
16 to 28 Ib, trays 2 and 3
Media Handling/Document Finishing
Multiple-input trays
2000
3000-sheet stacker
3000-sheet stapler/stacker,
Print Languages
HP PCL 6
HP PCL 5e
PostScript Level 2 emulation
Printer Management HP Web JetAdmin
Connectivity
IEEE 1284-compliant bi-directional parallel
3 open EIO slots
HP JetDirect 10/100Base-TX card in 1 open EIO
Memory Slots 2 open 100-pin DIMM
Drivers Included
Windows NT 4.x
Windows 2000
Automatic Language Switching
Automatic I/0O Switching
Automatic Network Switching
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CLIN O09E - 2000 Sheet Feeder, HP C4781A for CLIN 009D

13

Item Brand/Model

Minimum Salient Characteristic(s)

Tray/C4781A

HP 2000 Sheet Input

Media Types
2000 Sheet Input Tray bond paper
2x500 Sheet Input Tray bond paper
Custom Media Tray All printer supported media
Media Sizes
2000 Sheet Input Tray: letter, legal, 11x17, A4, A3, B4
2x500 Sheet Input Tray
Upper tray: letter, legal, A3, B4
Lower tray: letter, legal, 11 X17, A4, A3, B4
Custom media Tray Custom
Media Weight
2000 Sheet Input Tray: 16-28 Ib
2x500 Sheet Input Tray: 16-28 Ib
Custom media Tray: 16-28 Ib
Universal power supply
Duty Cycle same as printer
C-Link Communications Protocol - comes with a signal cable (C-Link)
to connect it to the printer
Input Capacity
2000 Sheet Input Tray: 2,000
2x500 Sheet Input Tray: 1,000
Custom media Tray: 350 sheets
Input Trays
2000 Sheet Input Tray: 1
2x500 Sheet Input Tray: 2
Custom media Tray: 1
Paper Level Sensing automatic in 25% increments
Paper Size Sensing automatic for all supported paper sizes

CLIN 009F - Ithaca 93plus series check reader printer

Item Brand/Model

Minimum Salient Characteristic(s)

Ithaca /93PLUS
P/N ITH-93S-DV

Ithaca printer has it's own unigue requirements in terms of control
characters, offsets, and response codes. The external action
blocks in USPTO application, RAM, were written specifically for this
Ithaca printer and will not work with a different printer. Alternative
submissions for these items will NOT be considered and will result
in a non-compliant proposal evaluation.

CLIN 010A - Microsoft Ergonomic Natural Keyboard Elite

Item Brand/Model

Minimum Salient Characteristic(s)

Natural Keyboard Pro

2 USB Ports
Ergonomic Shape
Internet Hot Keys
Multimedia Keys
E-Mail Hot Key
Custom Hot Keys
Sleep Hot Key

CLIN 010B - Microsoft IntelliMouse Enhanced 3

Button Symmetrical Mouse

Item Brand/Model

Minimum Salient Characteristic(s)

Wheel for
Scrolling
Hands-free Scrolling
Zooming
Ergonomically correct for either right-hand or left-hand

USPTO SMART 2001



ATTACHMENT B -- Salient Characteristics
Solicitation # 52-PAPT-1-01008

CLIN 011A - Anti-Glare Screen to fit CLINOO3B

14

Item Brand/Model

Minimum Salient Characteristic(s)

Must fit CLINOO3B without modification.

CLIN 011B - Anti-Glare Screen to fit CLINOO3C

Item Brand/Model

Minimum Salient Characteristic(s)

Must fit CLINOO3C without modification.

CLIN 012A - Hewlett Packard 6300C Flatbed Scanner

Item Brand/Model

Minimum Salient Characteristic(s)

Scanning Type Flatbed,color
Scan Resolution, Enhanced
UnlimitedScan Resolution,
Hardware 1200 dpi
Color Processing 36 bit
Scan/Task Speed Less than 9 secs, 4 x 6 photo; Less than 45
secs, 4 x 6 photo to MS Word; Less than 60 secs, OCR letter size
B/W test to MS Word; Less than 45 secs, B/W line art to MS Word
Max. Scan Size 8.5x 11.7 in
8.5 x 14 in w/ADF
Software for PC: HP PrecisionScan Pro w/integrated OCR, HP
PrecisionScan LAN for network sharing
Character Recongnition (OCR), ScanSoft Paperport 5.5 document
management software and tools including installation program,
installation supplement, on-line help,
HP ScanJet Slide Adapter, USB cable, Power cord
Connectivity

usB

SCsl
Automatic Document Feeder Capability
Transparency Adapter Capability

CLIN 013 and all 013 sub CLIN items are Welch Allyn brand and model number specific. Due to legacy, hard-coded,

internal mainframe software systems alternative submissions for these items will NOT be considered and will result in

anon-compliant proposal evaluation.
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